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Removing the Installed Optical Drive Carrier
Carefully lay the computer on its side so that the open side faces up.  
Important: Make sure the latch on the back panel is in the up position. When the latch is 
down, the optical drives and carrier are locked in place and you will not be able to remove 
them.

Locate the optical drive. 

Pull the optical drive carrier part way out of the computer. 
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Disconnect the power and ribbon cables from the optical drive(s) and remove the carrier. 

Remove the four mounting screws and remove the top optical drive from the carrier. 

Remove the bottom optical drive, if installed.

4.
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Installing the Replacement Optical Drive Carrier

Note: Use the screws that mounted the optical drives to the original carrier when you install the 
drives in the replacement carrier.

Position the top optical drive in the top bay of the replacement carrier and secure it with the 
four mounting screws. 

If installed, position the bottom optical drive in the bottom bay of the replacement carrier 
and secure it with the four mounting screws. 
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Attach the power and ribbon cables to the back of the drive(s). 
 
Important: Attach the connector on the end of the optical drive ribbon cable and the 
connector in the middle of the optical drive power cable to the top drive. If there is a second 
drive in the carrier, attach the remaining optical drive ribbon and power connectors to the 
bottom drive. 

Slide the optical drive carrier over the guides and into place in the optical drive bay.

Closing the Computer
Replace the access panel. 
Note: Make sure the latch is in the up position before replacing the access panel. If the latch 
is down, the access panel will not seat correctly in the enclosure.

Push the latch down to close and secure the access panel. 
Warning: Never turn on the computer unless all of its internal and external parts are 
in place and it is closed. Operating the computer when it is open or missing parts can 
damage it or cause injury.
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