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Xsan Controller Type:  Select Standby Xsan Metadata Controller.

	3	 When prompted, insert the Xsan Install Disc and follow the onscreen instructions to 
install Xsan.

The standby metadata controller is now ready to join the SAN and will be automatically 
detected by the primary metadata controller during SAN setup.

	 16 �	 Setting Up a SAN











Xsan Controller Type:  Select Primary Xsan Metadata Controller.

Users and Groups:  Select “Manage users and groups with Xsan Admin.”

Add User Accounts:  Select “Add new user accounts now.”

Add New User Accounts:  Enter a user name, short name, and password for each user 
who will log in to a client computer.
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	3	 In the SAN Settings pane, type a name for the SAN, and then enter the SAN 
administrator’s name and email address.
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	4	 In the Add Computers pane, make sure all the computers that you want to be in the 
SAN are selected.

If a computer you want to include isn’t listed, make sure you have installed Xsan on 
that computer, check that it is connected to both Ethernet networks, and check the 
network settings in the computer’s Network preferences.

You can also click Add Remote Computer to add computers manually.
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	5	 In the Authenticate SAN Computers pane, select “Use same authentication information 
for all SAN Computers” and enter the user account name and password you entered on 
the clients and the standby metadata controller.
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	7	 In the Choose Metadata Controllers pane, select only your primary and standby 
metadata controllers. Deselect any client-only computers that appear in the list.
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	8	 In the Private Metadata Network pane, select “Yes, manage private Ethernet network 
settings.”
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	9	 Review the Summary pane, and if all settings are correct, click Continue.

To change a setting, click Go Back until you reach the pane where you can correct the 
setting. Then click Continue until you return to the Summary pane.
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	5	 In the Volume Failover Priority pane, ensure that the primary metadata controller is at 
the top of the list, and then click Continue.
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