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Welcome to AppleShare IP 6.1
This book explains how to install and set up AppleShare IP 6.1 and Mac OS 8.5 system 
software. A separate book, Mac OS 8.5 Installation Manual, provides additional information 
on Mac OS 8.5. See that book if you need more help installing the Mac OS. 

AppleShare IP is a general purpose suite of server software that provides a variety of network 
services. AppleShare IP provides Þle sharing, World Wide Web, mail, and print services to 
clients on local area networks (LANs), intranets, and the Internet. With AppleShare IP, your 
server can handle a large number of clients, and you can control security, deÞne the type of 
access for clients, and monitor your serverÕs activity.

New key features in AppleShare IP 6.1 include Mac OS 8.5 compatibility, the ability to 
administer your server remotely (from any Web browser—capable Macintosh or PC—
compatible computer), TCP Filter software for extra security, ability to host multiple Web 
sites on a server, Þle sharing performance improvements, ability to log in to a userÕs account 
with the administratorÕs password, support for shared mail folders (over IMAP), a First Aid 
tool for repairing key AppleShare IP data Þles, and LaserWriter 8.6.1 support (which provides 
password-protected printing). 

AppleShare IP Software Components

Here is a brief description of the AppleShare IP suite of products and where to Þnd help for 
using them. (To learn how to access Help onscreen, see ÒUsing the Onscreen HelpÓ on 
page 7.)
m The AppleShare IP Web & File Server program allows your computer to host a Web site 

and provides three types of Þle sharing services: AppleShare File Sharing (using the Apple 
Filing Protocol, or AFP) via TCP/IP or AppleTalk networks, Windows File Sharing (using the 
SMB/CIFS protocol via TCP/IP), and File Transfer Protocol (FTP). You manage Web and Þle 
services on your server using the Web & File Admin program.
Help is available onscreen in Tips and AppleShare IP Help.
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m The AppleShare IP Mail Server program provides integrated mail storage and mail 
forwarding services over TCP/IP and AppleTalk networks, including support for Internet 
Message Access Protocol (IMAPv4), Post OfÞce Protocol (POP), and Simple Mail Transfer 
Protocol (SMTP). You manage mail services on your server using the Mail Admin program. 
Help is available onscreen in Tips and AppleShare IP Help.

m The AppleShare IP Print Server program manages communication with the printers on 
your AppleTalk or TCP/IP network by allowing the server to act as a repository for print 
jobs. You can also set up secure print queues to control who can print. You manage print 
services on your server using the Print Admin program. 
Help is available onscreen in Tips and AppleShare IP Help.

m AppleShare Client 3.8.1, while not required, provides the best AppleShare Þle sharing 
performance when installed on Mac OS client computers. 
Instructions and system requirements are available in the AppleShare Client 3.8 UserÕs 
Manual (inside the AppleShare Client folder) on your AppleShare IP CD-ROM disc.

m  AppleShare IP Remote Administration allows you to remotely manage many AppleShare 
IP services from any computer connected to your network using any standard Web 
browser. 
Help is available onscreen in AppleShare IP Remote Help.

m TCP Filter software allows you to deÞne Þlters that allow or deny access to an AppleShare 
IP server from speciÞed IP addresses or domain names. You can apply Þlters to individual 
protocols (such as IMAP or FTP) or create global Þlters that can be applied to all TCP/IP 
services on your server computer.
Help is available onscreen in Tips and AppleShare IP Help.

m MacDNS software provides Domain Name System (DNS) service for your network. You 
may need DNS software in order to communicate with the Internet and to allow users to 
enter names instead of numeric IP addresses when, for example, sending e-mail.
Help is available in the MacDNS AdministratorÕs Guide Þle inside the MacDNS folder in 
the AppleShare IP 6.1 folder on your serverÕs hard disk after youÕve installed 
AppleShare IP.

AppleShare IP also comes with additional software to help you run your servers more 
effectively and efÞciently. See the folders and Þles on your AppleShare IP CD.
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After You Read This Manual

After you use this book to install and set up AppleShare IP 6.1, see the AppleShare Client 3.8 
UserÕs Manual in the AppleShare Client folder on your AppleShare IP CD (or in the Client 
Software 3.8.1 folder on your serverÕs hard disk) for instructions on installing the client 
software. Once youÕve installed and set up the appropriate software on your server and client 
computers, you can refer to the onscreen documentation for information about using the 
software.

Using the Onscreen Help

Learning About the Mac OS

WhatÕs New

After you install your Mac OS 8.5 software, you can learn about new features and changes in 
the Mac OS in the WhatÕs New in Mac OS Þle in the Mac OS Read Me Files folder on your 
hard disk.

Getting Help

The Help menu is your main source of Òhow toÓ information about the Mac OS. After you 
install your Mac OS software, switch to the Finder, then choose Mac OS Help from the Help 
menu.

If you have questions about compatibility or other late-breaking news about your software, 
refer to the Read Me documents in the Mac OS Read Me Files folder on your hard disk and 
the Mac OS CD-ROM disc.

For the latest information about the Mac OS, including troubleshooting and compatibility 
tips, visit the Mac OS Web site:

http://www.apple.com/macos/
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Learning About AppleShare IP

Your main sources of information about AppleShare IP are Tips, AppleShare IP Help, and 
AppleShare IP Remote Help.

After you install your AppleShare IP software, youÕll also Þnd Read Me Þles and other 
onscreen documents in the AppleShare IP folder. These documents contain late-breaking 
news on AppleShare IP or instructions on how to use other software that comes with 
AppleShare IP. 

For product updates and other information, visit the AppleShare IP Web site:

http://www.apple.com/appleshareip/

Tips

Tips unobtrusively remind you about the function of the AppleShare IP administration 
program buttons. To use Tips, position the pointer over a button in the window of an 
AppleShare IP program. The tip appears below the button.

AppleShare IP Help

AppleShare IP Help provides instructions and troubleshooting information for all of the 
administration programs except AppleShare IP Remote Administration. To open AppleShare 
IP Help while you are using an administration program, choose AppleShare IP Help from the 
Help menu. This opens AppleShare IP Help in your preferred Web browser. You can also 
open AppleShare IP Help by double-clicking its icon in the AppleShare IP 6.1 folder.

AppleShare IP Remote Help

AppleShare IP Remote Help provides instructions and troubleshooting information for all of 
the features of AppleShare IP Remote Administration, the application you use to administer 
your server from another computer. To access Help while you are using the Remote 
Administration application, click the Help link at the bottom of any Remote Administration 
page in your Web browser. You can also open AppleShare IP Remote Help by double-clicking 
its icon in the AppleShare IP 6.1 folder.
8 Preface 
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1 Installing Your Software
Whether you are upgrading from a previous version of AppleShare or installing it for the Þrst 
time, you need to follow the instructions in this chapter. 

This chapter tells you how to
m plan your AppleShare IP services
m prepare your computerÕs environment and software
m install Mac OS 8.5 and AppleShare IP
Note:  Your server should already be set up and connected to your network. If your server or 
network is not set up, set it up before continuing with this chapter.

Planning Your AppleShare IP Services

Depending on the services you plan to provide to your users and on how your network is set 
up, youÕll need to answer the following questions before you install AppleShare IP. 
m Will your clients be connecting to the AppleShare IP server via AppleTalk, TCP/IP, or both?
m What types of clients are on your networkÑMac OS, Windows, UNIX?
m What type of physical connection (for example, Ethernet or LocalTalk) does your 

AppleShare IP server have to your intranet or the Internet?
m What is your serverÕs IP address, subnet mask, router address, and name server address? 
m Does your network have a computer that provides Domain Name System (DNS) service, 

or will you install this service? (DNS software is provided in your AppleShare IP 6.1 folder.)

Your network administrator should be able to help you answer these questions. If you do not 
have a network administrator or if you need more assistance, see the TCP/IP Connections 
Tutorial and the Network ConÞguration Setup Guide in the Tutorials folder on your 
AppleShare IP CD. You may also want to consult an Internet service provider (ISP) to help 
you answer these questions before continuing with your AppleShare IP installation.
9



                    
Preparing Your ComputerÕs Environment

Before you install your AppleShare IP software, you need to prepare your computer and its 
environment by considering security issues, system (hardware and software) requirements, 
and facts about upgrading. 

Security

AppleShare IP uses share points, user authentication, and access privileges to protect data 
from unauthorized access over a network. It also provides TCP Filter software that creates a 
software-based Þrewall to block server access from computers with IP addresses you deÞne. 
However, someone with physical access to your computer can bypass these types of 
protection. (Access privileges, for example, allow or deny access over the network; they 
cannot prevent someone from opening a folder directly on the computer running 
AppleShare IP.)
Note:  Not all AppleShare IP services support these security measures to the same extent. 
For more information, see AppleShare IP Help after you complete the instructions in this 
manual.

If you have any concerns about physical securityÑespecially if you plan to store highly 
conÞdential informationÑconsider putting your computer in a room with controlled access.

System Requirements

System requirements for client computers are listed in the AppleShare Client 3.8 Manual on 
your AppleShare IP CD.

To install the AppleShare IP software, you need the following hardware and software:
m Hardware:  Any Power Macintosh computer or Apple Workgroup Server with a G3, 604e, 

604, or 601 microprocessor, or a 6500 series computer with a 603e microprocessor.
Your computer should be set up and connected to your network. 
To use the AppleTalk multihoming feature of AppleShare IP, your computer must have a 
Peripheral Component Interface (PCI) expansion slot. Computers with a 601 processor 
and NuBus“  slots cannot use AppleTalk multihoming. On networks where AppleTalk 
services are heavily used, AppleTalk multihoming can signiÞcantly reduce trafÞc and 
increase the speed of the Web & File Server.
The AppleShare IP Print Server works only with AppleTalk-compatible LaserWriter 
printers, other PostScript“  printers that support the Apple LaserWriter 8 printer driver, 
and TCP-compatible printers that support the LPD/LPR protocol.

m Disk space:  You need approximately 75 megabytes (MB) of disk space to install all of the 
AppleShare IP software. 
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m Memory:  You need 48 MB of random access memory (RAM) with virtual memory turned 
on to run all of the AppleShare IP server programs simultaneously. To run all of the 
AppleShare IP servers without turning on virtual memory, you need a minimum of 64 MB 
of RAM. 

m System software:  Mac OS 8.5 is recommended and provided with your AppleShare IP 
software. TCP Filter software requires Mac OS 8.5; all other features require Mac OS 8.1 or 
later. Installation instructions for Mac OS 8.5 are provided on page 13 of this book, and in 
the Mac OS 8.5 Installation Manual that came with your software. 

If You Are Upgrading Your AppleShare Software

If you are upgrading from AppleShare 3 or later or from Macintosh Þle sharing, you need to 
be aware of the following information about preserving Þles and settings.

Users & Groups

If you are upgrading from AppleShare 3 or later or from Macintosh Þle sharing, the registered 
users and groups that youÕve created are retained when you install AppleShare IP. 

Share Points and Access Privileges

If you have share points (shared folders) on another computer that youÕd like to move to 
your AppleShare IP server, Þrst follow the instructions in this manual to install and set up 
AppleShare IP on the new server. Then follow the instructions for moving share points in the 
Web & File section of AppleShare IP Help.

Some access privileges of share points you move may not exactly match the new access 
privileges in AppleShare IP. They are converted to the closest match that provides the most 
security. See the Users & Groups section of AppleShare IP Help.

Print Queues

If youÕre upgrading from AppleShare 3 or 4, you need to create new queues after you install 
AppleShare IP. 

File Sharing and Networking Software Settings

If you are upgrading from AppleShare 3 or later, the settings in your File Sharing, AppleTalk, 
and TCP/IP control panels are retained. You do not need to reconÞgure these control panels 
as described in the section ÒCreating Network SettingsÓ on page 14. You do need to perform 
the other tasks in the section ÒPreparing Your Computer for AppleShare IPÓ on page 12 
however.
Installing Your Software 11



                              
The Mail Database

If youÕre upgrading your AppleShare IP 5 Mail Server, make sure your Mail Server users 
download all their mail before you upgrade. If you donÕt empty the database before installing 
the new Mail Server, youÕll need to use the AppleShare IP Mail Tool 6.0 program (on the 
AppleShare IP 6.1 CD) to update the previous mail database to the new version after you 
install the new software.

Preparing Your Computer for AppleShare IP

Once your environment is ready, you need to prepare your computer for running 
AppleShare IP by installing and conÞguring the appropriate software as follows:
m back up the necessary Þles
m install Mac OS 8.5
m set up your network identity
m set up AppleTalk 
m set up TCP/IP
m set up TCP/IP and Remote Access (for modem access only)
m set up Energy Saver
m verify your computerÕs date, time, and time zone

Backing Up Necessary Files

Depending on the Þle sharing program and system software version youÕve been using, you 
may want to make backup copies of some Þles or record certain information before 
proceeding.
m If youÕre upgrading from a previous version of AppleShare or AppleShare IP, back up your 

System Folder using a backup application that can copy invisible Þles. This allows you to 
restore a copy of the previous Users & Groups Data File and the AppleShare PDS Þle (an 
invisible Þle installed on every volume), and makes it possible to switch back to your 
previous version of AppleShare if you desire. 
When you make your backup copy, make sure that the AppleShare IP Web & File Server is 
running.

m If youÕre upgrading from Macintosh Þle sharing, you only need to make a backup copy of 
your Users & Groups Data File, located in the Preferences folder inside the System Folder 
on your startup disk.

m If youÕre using TCP for network communication, open the TCP/IP control panel or 
MacTCP control panel and write down your computerÕs IP address and the IP addresses of 
the subnet mask, routers, and name servers. You need to record this information before 
you upgrade your system software. 
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Installing Mac OS 8.5

If your computer is using a version of system software earlier than Mac OS 8.1, you need to 
upgrade to a newer version of Mac OS before you install AppleShare IP. Mac OS 8.5 is 
provided with your software. 

Before you begin the installation, turn off disk-security software that provides password 
protection and At Ease software. Then follow these steps:

1 Insert the Mac OS 8.5 CD-ROM disc (which came with your AppleShare IP software) into 
your computerÕs CD-ROM drive.

2 Shut down your computer.

You need to do this to start up from the Mac OS CD. 

3 Turn on your computer while holding down the C key on your keyboard.

Your computer starts up from the CD-ROM disc. Continue holding down the C key until you 
see the screen with the smiling face.

If your computer doesnÕt start up from the CD, see the section ÒYou canÕt start up the 
computer using the Mac OS CDÓ in the Troubleshooting part of the Mac OS 8.5 Installation 
Manual. Then continue with step 4 in this book.

4 Double-click the Mac OS Installer icon, then follow the instructions onscreen.

5 When you get to the Select Destination screen, click the Options button.

6 Select the checkbox next to Perform Clean Installation, then click OK.

7 Follow the remainder of the instructions onscreen to install Mac OS 8.5.

8 After the installation is complete, click Restart to restart your computer. 

The Mac OS Setup Assistant opens.

9 Use the Mac OS Setup Assistant and Internet Setup Assistant to enter system settings for your 
computer. Or if you prefer, you can enter these settings without the help of the Assistants by 
following the instructions in ÒCreating Network SettingsÓ on page 14.

10 Because you performed a clean installation, you need to drag any third-party software 
extensions and fonts from your previous System Folder to your new System Folder, or 
reinstall the third-party software.

For more information and troubleshooting help, see your Mac OS 8.5 Installation Manual.

Important  If you choose to perform a customized installation, make sure you select the 
Apple Remote Access and Internet Access options. (The Internet Access option is 
needed to access AppleShare IP Help and Remote Help, as well as connect to the 
Internet.)
Installing Your Software 13



            
Creating Network Settings

Setting Your Network Identity

You need to set your network identity and password in the File Sharing control panel before 
you can log on to the servers and make yourself the default owner of shared disks.
Note:  If you used the Mac OS Setup Assistant after installing Mac OS 8.5, you can skip ahead 
to ÒSetting Up Energy SaverÓ on page 23. 

To set up the File Sharing control panel, follow these steps:

1 Open the File Sharing control panel.

2 Click the Start/Stop tab to see the Network Identity section.

3 Type your name in the Owner Name text box and press the Tab key.

YouÕll use this name when you log on to administer an AppleShare IP server. It will also be 
the owner name for any items that you share. The name is not case-sensitive.

4 Type your password in the Owner Password text box and press Tab.

The password can be up to eight characters long and is case-sensitive. This is the default 
password you enter to use the AppleShare IP administration programs.

5 Type a name for your server in the Computer Name text box.

The name can be up to 31 characters long and can contain any character except a colon (:), 
equal sign (=), or Option-x (»). This name will appear in the Chooser. 

6 Close the File Sharing control panel.

Your changes are saved and take effect immediately.

Setting Up AppleTalk

To provide Þle sharing, print, or mail services over AppleTalk, you need to set your AppleTalk 
network connection in the AppleTalk control panel.

Important  After youÕve installed AppleShare IP, you wonÕt be able to change your 
network identity in the File Sharing control panel. You can change these settings in 
AppleShare IP, or by using the Mac OS Setup Assistant that came with your Mac OS 
software.
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Note:  If you used the Mac OS Setup Assistant after installing Mac OS 8.5, you can skip ahead 
to ÒSetting Up Energy SaverÓ on page 23.

To set up the AppleTalk control panel, follow these steps:

1 Open the AppleTalk control panel. 

2 Choose the network connection type that you want AppleTalk to use from the ÒConnect viaÓ 
pop-up menu.

This setting determines the default port that your server will use to connect to your 
AppleTalk network.

If the default port becomes unavailable (for example, if your Ethernet cable becomes loose), 
AppleTalk will choose another available network connection type. 

3 If your network has zones, choose the zone for your AppleShare IP Web & File Server from 
the ÒCurrent zoneÓ pop-up menu.

Zones are groups of devices arranged according to logical categories, such as usage or 
geography. If your network has a router (a device used to connect networks), then it has 
zones. Your server will appear in this zone in the Chooser. 

If your network does not have a router, all computers connected to the network are in the 
same zone, and you see Òno zones availableÓ instead of the pop-up menu. 

4 Close the AppleTalk control panel and save your changes.

Your changes are saved and take effect immediately.

Setting Up TCP/IP

For users to share Þles over TCP, visit your Web site, print over TCP, or use TCP-based client 
mail or FTP applications, and for you to use the TCP Filter software, you need to set your 
computerÕs network connections in the TCP/IP control panel. However, you donÕt need to 
follow the instructions in this section if
m you completed the Internet Setup Assistant after installing Mac OS 8.5. Skip ahead to 

ÒSetting Up Energy SaverÓ on page 23.
m your Internet service provider gave you software that automatically conÞgures your TCP/

IP control panel. Skip ahead to ÒSetting Up Energy SaverÓ on page 23.
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m you have already set up your TCP/IP control panel. If you will be running any AppleShare 
IP services with a modem (or Òdial-upÓ) connection to the Internet, skip ahead to ÒSetting 
Up TCP/IP and Remote Access (for Modem Access Only)Ó on page 17. If you wonÕt be 
using a modem connection, skip ahead to ÒSetting Up Energy SaverÓ on page 23.

To set up the TCP/IP control panel, follow these steps:

1 Open the TCP/IP control panel.

If TCP/IP is inactive, the following message appears.

2 Click Yes.

3 Choose User Mode from the Edit menu.

4 In the User Mode window, click Basic, if itÕs not already chosen. Then click OK.

The TCP/IP window shows the basic TCP/IP options. 

5 Choose the network connection you are using to connect over TCP/IP from the ÒConnect viaÓ 
pop-up menu.

This setting determines the port that your server will use to connect to your TCP/IP network.

6 Choose Manually from the ConÞgure pop-up menu.
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7 Type the IP address for your AppleShare IP server in the IP Address text box.

An IP (Internet Protocol) address is a set of four numbers from 0 to 255, separated by dots 
(for example, 172.16.54.2). It identiÞes your server on the network. Your network 
administrator or Internet service provider should provide this address. For more 
information, see the TCP/IP Connections Tutorial in the Tutorials folder on your 
AppleShare IP CD.

8 Type your networkÕs subnet mask in the ÒSubnet maskÓ text box.

Like an IP address, a subnet mask is a set of four numbers from 0 to 255, separated by dots 
(for example, 222.222.222.0). Your network administrator or Internet service provider should 
provide you with this information. If you leave this box blank, you will be assigned a default 
subnet mask.

9 If your network has a router, type its IP address in the ÒRouter addressÓ text box.

A router is a device that connects two or more networks and directs information along the 
most efÞcient or appropriate network path.

10 Type the IP address of your networkÕs DNS server in the ÒName server addrÓ text box.

A DNS server lets users identify computers by name instead of by IP address. If you specify 
more than one server, press Return after typing each serverÕs address.

If no other computer on your network provides DNS service, you can install MacDNS, an 
implementation of DNS for the Mac OS. AppleShare IP Easy Setup (described in Chapter 2) 
will set up and start MacDNS on your server. If you plan to use MacDNS, type the IP address 
of the computer on which you will install MacDNS in the ÒName Server AddressÓ text box. 

11 Close the TCP/IP control panel and save the changes you have made.

Your changes take effect immediately. 

Setting Up TCP/IP and Remote Access (for Modem Access Only)

If you will use this computer to run any of the AppleShare IP services with a modem (or Òdial-
upÓ) connection to the Internet, you need to set up the TCP/IP control panel and the Remote 
Access control panel. 
Note:  If your server uses a modem for TCP/IP connections, only AppleTalk-based services 
will be available on your local network unless you have an Internet router.

Important  Each computer has a unique IP address. Entering an incorrect address or the 
IP address of another computer can cause problems with your computer and with the 
network.

Important  For users to be able to identify computers by name, and for mail services to 
work properly, your network must have a domain name server.
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If youÕre using a dial-up connection, you probably have an account with an Internet service 
provider that assigned you one or more IP addresses. How you set up TCP/IP and Remote 
Access depends on whether your Internet service provider assigned your server a static or 
dynamic IP address. 

With static addressing, each computer on your network has a unique IP number. With 
dynamic addressing, an IP address is assigned to each computer each time it connects to 
your ISP. Using a dynamic IP address for your server has the following effects on the Web & 
File Server:
m Mac OS clients on your network will not be able to use TCP/IP to connect to the 

AppleShare IP Web & File Server. Instead, they will have to use AppleTalk.
m Windows clients will not be able to connect to the Web & File Server.
m Users will be unable to visit your Web site.
m Users will not be able to use FTP to connect to the AppleShare IP Web & File Server.

Because of the disadvantages of using dynamic addresses, itÕs recommended that you obtain 
a static IP address for each computer on which you will install AppleShare IP services. 

If your computer uses a modem to connect to your Internet service provider and has a static 
IP address, follow these steps to set up TCP/IP and Remote Access:

1 Open the TCP/IP control panel.

If TCP is inactive, a message appears.

2 Click Yes.

3 Choose User Mode from the Edit menu.

4 In the User Mode window, click Basic, if itÕs not already chosen. Then click OK.

The TCP/IP window shows the basic TCP/IP options. 
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5 Choose PPP from the ÒConnect viaÓ pop-up menu.

PPP stands for ÒPoint-to-Point Protocol,Ó the protocol used for remote access.

6 Choose Manually from the ConÞgure pop-up menu.

7 Type your computerÕs IP address in the IP Address text box, and the IP addresses of your 
ISPÕs domain name server in the ÒName server addrÓ text box.

Your ISP will provide the addresses. For information about these settings, see steps 7 and 10 
in ÒSetting Up TCP/IPÓ on page 15.

8 Close the TCP/IP control panel and save the changes you have made.

Your changes take effect immediately. Next you need to set up the Remote Access control 
panel. 

9 Open the Remote Access control panel (or the PPP control panel if you are using 
Mac OS 8.1).
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The Remote Access control panel appears.

10 Click the Registered User button.

11 In the Name text box, type the name your ISP assigned to you.

12 In the Password text box, type the password your ISP assigned to you.

13 Select the Save Password checkbox.

14 In the Number text box, type the phone number of your ISP.

15 Choose Modem from the Remote Access menu (or the PPP menu if youÕre using 
Mac OS 8.1).

The Modem control panel appears.

16 Choose the port to which your modem is connected from the ÒConnect viaÓ pop-up menu.

17 Choose the name of your modem from the Modem pop-up menu.
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If you do not see your modem listed, you need to install your modem software. See the 
documentation that came with your modem.

18 If you want to hear the modem when it dials, click the On button next to Sound.

19 If the telephone line that your modem uses supports tone dialing, click Tone. Otherwise, 
click Pulse.

20 If the modem should not wait for a dial tone before it begins dialing, select ÒIgnore dial 
tone.Ó

21 Close the Modem window.

22 In the Remote Access window (or PPP window in Mac OS 8.1), click the Options button.

The Options window appears.

23 If you want the modem to redial automatically when it fails to connect, choose ÒRedial main 
number onlyÓ from the Redial pop-up menu.

Enter the number of times you want the modem to redial and the number of seconds to wait 
between attempts.
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24 Click the Connection tab.

The following window appears.

25 Select ÒDisconnect if idle.Ó

To change the default of 10 minutes, type a different number in the text box. 
Note:  The Mail Server will disconnect as soon as it has completed checking for or sending 
mail.

26 If you are using Mac OS 8.1, select ÒConnect automatically when starting TCP/IP applications.Ó 
Then skip to step 29. (If you are using Mac OS 8.5, skip to step 27.)

Enabling this feature allows the Mail Server to maintain an open connection with the DNS 
server so that it can obtain DNS information as needed (to send outgoing mail or check for 
incoming mail).

27 Click the Protocol tab, then choose PPP from the pop-up menu.

The following window appears.
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28 Select ÒConnect automatically when starting TCP/IP applications.Ó 

Enabling this feature allows the Mail Server to maintain an open connection with the DNS 
server so that it can obtain DNS information as needed (to send outgoing mail or check for 
incoming mail).

To learn about the other items in this control panel, choose Show Balloons from the Help 
menu and point to the item you want to learn more about.

29 Click OK to close the Remote Access (or PPP) control panel.

Your changes are saved and take effect immediately.

Setting Up Energy Saver

You need to set up your Energy Saver control panel so that your server doesnÕt go to sleep 
while itÕs in use and so that it restarts if thereÕs a power outage. 
Note:  The Energy Saver control panel can be conÞgured only on PCI-based computers. If 
your computer has NuBus slots, skip this section and go to ÒVerifying the ComputerÕs Date, 
Time, and Time ZoneÓ on page 24.

To conÞgure the Energy Saver control panel for your server, follow these steps:

1 Open the Energy Saver control panel.

2 If necessary, deselect the ÒShut down instead of sleepingÓ box so it is not checked.

3 Drag the system sleep control to ÒNever.Ó
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4 Click the Show Details button and if necessary, deselect the ÒSeparate timing for hard disk 
sleepÓ so it is not checked.

5 Choose Server Settings from the Preferences menu.

6 Select ÒRestart automatically after a power failure.Ó 

7 Select ÒNever put the hard disk to sleep.Ó 

8 Click OK.

9 Close the Energy Saver control panel.

Your changes are saved and take effect immediately.

Verifying the ComputerÕs Date, Time, and Time Zone

Since the computerÕs internal date and time settings are the source for all date and time 
entries in your AppleShare IP server records, itÕs important to verify that the date, time, and 
time zone are correct in the Date & Time control panel.
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1 Open the Date & Time control panel.

2 Click the Set Time Zone button.

The city list appears.

3 Choose a city in your time zone. Then click OK.

4 Make sure your computerÕs date, time, and daylight-saving time settings are correct for your 
location.

5 If you want this serverÕs time to synchronize to another serverÕs time, select ÒUse a Network 
Time Server.Ó Then click the Server Options button and select the server to synchronize to 
and other options.

6 Close the Date & Time control panel.

Installing AppleShare IP Software

You can install the AppleShare IP software using either the Recommended Installation or the 
Customized Installation procedure, as described in the following sections. Recommended 
Installation is the most convenient procedure. 

Installed Files

If you use the Recommended Installation procedure, the following Þles and folders are 
installed at the root level of the hard disk.
m The AppleShare IP 6.1 folder is placed on each volume on which you install the 

AppleShare IP software. It contains the following folders and Þles:
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m AppleShare IP 6.1 Read Me contains late-breaking information that could not be 
included in this manual or the onscreen AppleShare IP Help.

m AppleShare IP Easy Setup is a program you use after installing AppleShare IP to 
perform Þrst-time setup tasks.

m The AppleShare IP First Aid folder contains the AppleShare IP First Aid application for 
repairing key AppleShare IP data Þles, and the First Aid Read Me Þle.

m AppleShare IP Help and AppleShare IP Remote Help are HTML documents that explain 
how to administer your servers using AppleShare IPÕs administration programs.

m AppleShare IP Manager provides an easy way to access the AppleShare IP 
administration programs.

m The Mail Server folder contains the Mail Admin program, the AppleShare IP Mail Tool, 
the Mail Tool Read Me Þle, an alias to the Mail Server, and two Apple Guide (Help) 
Þles.

m The Print Server folder contains the Print Server Admin program and two Apple Guide 
(Help) Þles.

m The Web & File Server folder contains the Web & File Admin program, an alias to the 
AppleShare IP Web & File Server, and two Apple Guide (Help) Þles.

m The Help Files folder contains the HTML documents for AppleShare IP Help.
m The MacDNS folder contains a Read Me Þle for MacDNS, the MacDNS program, and 

the MacDNS AdministratorÕs Guide.
m SimpleText is a simple word-processing program that opens Read Me Þles.
m The TCP Filter folder contains the TCP Filter Admin application and two Apple Guide 

(Help) Þles.
m The Client Software 3.8.1 folder is placed at the root level of the disk. It contains an 

Installer program, the AppleShare IP Client 3.8 UserÕs Manual, a Read Me Þle, and the 
AppleShare Client 3.8.1 Chooser extension.

m The Web Folder is placed at the root level of the disk. It contains a Þle named 
Default.html (your default home page) and associated image Þle, Plug-ins folder, Error 
Files folder, and the Remote Admin folder, which contains Þles for the AppleShare IP 
Remote Admin application.

m The AppleShare IP Preferences folder is installed in the Preferences folder inside the 
System Folder.

m The AppleShare IP Admin Libraries folder is installed in the Editors folder in the System 
Folder.

m Various OpenDoc Þles are installed in the System Folder.
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m The following Þles and folders are installed in the Extensions folder inside the System 
Folder: 
m Apple Browser Launcher
m AppleShare IP Libraries
m AppleShare IP Mail ConÞg
m AppleShare IP Mail Server
m AppleShare IP Print ConÞg
m AppleShare IP Print Server
m AppleShare IP Registry
m AppleShare IP Registry API
m AppleShare IP UAM folder
m AppleShare IP Web & File
m AppleShare IP Web & File ConÞg
m AppleShare IP Web & File Server
m MWRuntimeLib
m PC Net Exchange
m TCP Filter

If you use the Custom Install procedure, a subset of these Þles and folders are installed on 
your installation disk.

Performing a Recommended Installation

To install the recommended software, follow these steps:

1 Insert the AppleShare IP 6.1 CD-ROM disc into your computerÕs CD-ROM drive and 
double-click the AppleShare IP CD-ROM disc icon.

2 Open the AppleShare IP Installer folder.

3 Double-click the icon labeled AppleShare IP Install.

4 In the Welcome dialog box, click Continue and follow the instructions onscreen.
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5 When the following dialog box appears, click Start.

If other programs are open, click Continue to quit them and begin the installation.

Onscreen messages inform you of the progress of the installation. When the installation is 
complete, a message prompts you to restart your computer.

6 Click Restart.

Your computer restarts.

7 Remove the AppleShare IP CD-ROM disc from the CD-ROM drive and store it in a safe place.

Now that youÕve installed the AppleShare IP software, go to Chapter 2, ÒSetting Up 
AppleShare IP,Ó on page 31.

Performing a Customized Installation

To perform a custom installation, follow these steps:

1 Insert the AppleShare IP CD-ROM disc into the CD-ROM drive and double-click the 
AppleShare IP CD-ROM disc icon.

2 Open the AppleShare IP Installer folder.

3 Double-click the icon labeled AppleShare IP Install.

4 When the Welcome dialog box appears, click Continue and follow the instructions onscreen.
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5 When the following dialog box appears, choose Customized Installation from the Installation 
Type pop-up menu.

6 Choose Custom from the Selection pop-up menu, then deselect the AppleShare IP software 
you do not want to install. 
Note:  Click the ÒiÓ button to the right of any item to see information about that item.

7 Click OK, then click Start.

If other programs are open, click Continue to quit other programs and begin the installation.

Onscreen messages inform you of the progress of the installation. When the installation is 
complete, a message prompts you to restart your computer.

8 Click Restart.
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9 Remove the AppleShare IP CD-ROM disc and store it in a safe place.

Now that youÕve installed AppleShare IP, go to the next chapter to set up your AppleShare IP 
server.
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2 Setting Up AppleShare IP
Whether youÕve just upgraded from a previous version of AppleShare or installed it for the 
Þrst time, you need to follow the instructions in this chapter before you can use 
AppleShare IP. 

This chapter tells you how to
m use AppleShare IP Easy Setup to set up and start your AppleShare IP servers
m use the AppleShare IP Manager and Web & File Admin programs to set up users and 

groups and do other required ÒÞrst timeÓ tasks
m get client users ready to use the services that AppleShare IP provides

Using AppleShare IP Easy Setup

You need to use the AppleShare IP Easy Setup program before you can use AppleShare IP. 
AppleShare IP Easy Setup asks a few questions about how you plan to use AppleShare IP and 
sets up your AppleShare IP servers accordingly.
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To use AppleShare IP Easy Setup, follow these steps:

1 Open the AppleShare IP folder on your startup disk and double-click the AppleShare IP Easy 
Setup icon. 

2 Click the right arrow in the lower-right corner of the window.

The screen that appears next depends on whether youÕve entered your computerÕs IP 
address in the TCP/IP control panel. 

3 If you entered your computerÕs IP address in the TCP/IP control panel, click the button for a 
Normal or Custom setup. Then click the right arrow.

If DNS service is available on your network, make sure Normal is selected, then click the 
right arrow. Now skip ahead to ÒNormal SetupÓ on page 34.
32 Chapter  2



If DNS service is not available on your network, click Custom, then click the right arrow. Now 
skip ahead to ÒCustom SetupÓ on page 36. 

4 If you did not enter an IP address for your computer in the TCP/IP control panel, select the 
networks over which you want to provide AppleShare IP services. Then click the right arrow.

If you will provide AppleShare IP services only over AppleTalk networks, click AppleTalk. 
Then skip ahead to ÒAppleTalk SetupÓ on page 42. 

If you will provide AppleShare IP services over TCP/IP and AppleTalk networks, click ÒTCP/IP 
and AppleTalk.Ó Then click the right arrow. The following screen appears.
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You need to set up your TCP/IP control panel before you can provide services over TCP/IP. 
See the instructions in ÒSetting Up TCP/IPÓ on page 15. Then return to ÒUsing AppleShare IP 
Easy SetupÓ on page 31.

Normal Setup

You should use the Normal setup option if you already have a DNS server on your network. 
When you choose Normal, AppleShare IP Easy Setup displays the following screen.

1 Type the AppleShare IP 6.1 serial number in the text box, then click the right arrow.
Note:  If you are upgrading from a previous version of AppleShare or AppleShare IP, your 
previous serial number appears in the window. You do not need to enter a new serial 
number.

You can Þnd your serial number on the label of your AppleShare IP CD holder or on the 
sheet you received when purchasing a new serial number. Be sure to store the serial number 
in a safe place. You may also want to keep a photocopy of the number in another location.

Important  The serial number comes printed on a small adhesive label. DonÕt put the label 
on a CD-ROM disc or ßoppy disk. The label could come loose while inside a disk drive and 
damage the drive.
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AppleShare IP Easy Setup displays the following window, summarizing the services that will 
be set up and the network protocols over which the services will be available.
Note:  If you performed a customized installation, this window will only show information 
for the servers that have been installed on this computer.

2 Click the Set Up Servers button.

When the server setup is complete, click OK.

3 Click the right arrow.

The following window appears.

By default, AppleShare IP Easy Setup will start the servers that are installed on your 
computer. If you donÕt want to start the servers now, deselect the checkbox.
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4 Click the right arrow.

If the Start Servers box was checked, AppleShare IP Easy Setup starts the servers and displays 
a progress bar. The following window appears.

5 Click the Start Manager button.

The AppleShare IP Manager opens. The AppleShare IP Manager provides a convenient 
central point for administering the AppleShare IP server programs. 

Now skip ahead to ÒUsing AppleShare IP for the First TimeÓ on page 45.

Custom Setup

You need to follow the Custom Setup procedure if DNS service is not available on your 
network. Custom Setup guides you through the process of setting up MacDNS, a domain 
name system program that comes with AppleShare IP. 

Important  If you use Custom Setup, you need to conÞgure your MacDNS Þle after youÕve 
Þnished using Easy Setup. For instructions, see the MacDNS AdministratorÕs Guide in the 
MacDNS folder inside the AppleShare IP 6.1 folder on your startup disk.
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After you choose the Custom Setup option, AppleShare IP Easy Setup displays the following 
window.

1 Type the AppleShare IP serial number in the text box, then click the right arrow.
Note:  If you are upgrading from a previous version of AppleShare or AppleShare IP, your 
previous serial number appears in the window. You do not need to enter a new serial 
number.

You can Þnd your serial number on the label of your AppleShare IP CD holder or on the 
sheet you received when purchasing a new serial number. Be sure to store the serial number 
in a safe place. You may also want to keep a photocopy of the number in another location.

Important  For convenience, the serial number comes printed on a small adhesive label. 
DonÕt put the adhesive label on a CD-ROM disc or ßoppy disk). The label could come loose 
while inside a disk drive and damage the drive.
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AppleShare IP Easy Setup displays the following window, summarizing the information that 
you need to provide.

2 Click the right arrow.

The following window appears.

3 Type your organizationÕs domain name in the text box. 

This is the name by which the computers on your network are known to the DNS service on 
your networkÑfor example, Òyourdomain.edu.Ó Your network administrator (or Internet 
service provider) should provide you with this name. 
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Note:  After youÕve Þnished setting up AppleShare IP, you can learn more about the DNS in 
AppleShare IP Help or in the MacDNS AdministratorÕs Guide in the MacDNS folder inside the 
AppleShare IP 6.1 folder.

4 Click the right arrow button.

The following window appears.

5 Type your computerÕs DNS name in the text box.

The DNS name is the name that your DNS server associates with your computerÕs unique IP 
address when communication with that address is taking place. Users can connect to your 
server by entering an easy-to-remember name in place of an IP address. 

A DNS name cannot contain spaces, punctuation, or Option-key characters. You may want to 
use a name that is similar to the computer name deÞned in the File Sharing control panel.

For example, if your computerÕs name is ÒMt. Shasta,Ó its DNS name can be ÒshastaÓ or 
Òmtshasta,Ó but it cannot be ÒMt. ShastaÓ or Òmt.shasta.Ó
Note:  If you will be turning on Windows Þle sharing service, the DNS name should be less 
than 13 characters. 

6 Click the right arrow.
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The following window appears.

7 Type the e-mail address of the person who should receive mail if a problem arises. 

8 Click the right arrow button.

The following window appears, summarizing the services that will be set up and the network 
protocols over which the services will be available.

9 Click the Set Up Servers button.

When the server setup is complete, click OK.

10 Click the right arrow.
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The following window appears.

By default, AppleShare IP Easy Setup will start the servers that are installed on your 
computer. If you donÕt want to start the servers now, deselect the checkbox.

11 Click the right arrow.

If Start Servers was checked, AppleShare IP Easy Setup starts the servers and displays a 
progress bar. The following window appears.

12 Click the Start Manager button.

The AppleShare IP Manager opens. The AppleShare IP Manager provides a convenient 
central point for administering the AppleShare IP server programs.
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13 Complete your MacDNS setup by adding the required information about each server on your 
network to your MacDNS conÞguration Þle.

For instructions, see the MacDNS AdministratorÕs Guide in the MacDNS folder inside the 
AppleShare IP 6.1 folder on your startup disk.
Note:  Users will not be able to access AppleShare IP services by use of a domain name until 
you conÞgure your DNS Þle.

14 After youÕve Þnished updating your MacDNS conÞguration Þle, go to ÒUsing AppleShare IP 
for the First TimeÓ on page 45.

AppleTalk Setup

You should choose AppleTalk if you plan to provide AppleShare IP services only over an 
AppleTalk network. After you choose AppleTalk, AppleShare IP Easy Setup displays the 
following window.

1 Type the AppleShare IP serial number in the text box, then click the right arrow.
Note:  If you are upgrading from a previous version of AppleShare or AppleShare IP, your 
previous serial number appears in the window. You do not need to enter a new serial 
number.

You can Þnd your serial number on the label of your AppleShare IP CD holder or on the 
sheet you received when purchasing a new serial number. Be sure to store the serial number 
in a safe place. You may also want to keep a photocopy of the number in another location.
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AppleShare IP Easy Setup displays the following window, summarizing the services that will 
be set up and the network protocol over which the services will be available.

Note:  If you performed a customized installation, this window will only show information 
for the servers that have been installed on this computer.

2 Click the Set Up Servers button.

When the server setup is complete, click OK.

3 Click the right arrow.

The following window appears.
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By default, AppleShare IP Easy Setup will start the servers that are installed on your 
computer. If you donÕt want to start the servers now, deselect the checkbox. 

4 Click the right arrow.

If the Start Servers checkbox was checked, AppleShare IP Easy Setup starts the servers and 
displays a progress bar. The following window appears.

5 Click the Start Manager button.

The AppleShare IP Manager opens. The AppleShare IP Manager provides a convenient 
central point for administering the AppleShare IP server programs. 

Go to ÒUsing AppleShare IP for the First TimeÓ on page 45.
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Using AppleShare IP for the First Time 

If you clicked the Start Manager button at the conclusion of the AppleShare IP Easy Setup 
program, the AppleShare IP Manager window appears. (If you donÕt see this window, open 
the AppleShare IP Manager by double-clicking its icon in the AppleShare IP 6.1 folder.)

The AppleShare IP Manager window displays status information about the servers installed 
on your computer and provides an easy way to open server administration programs. To 
open an administration program, click a button along the left side of the window, or choose 
a commandÑfor example, Open Web & File AdminÑfrom the File menu.

In this section, youÕll use the AppleShare IP Manager to access the administration programs 
and perform the following Þnal setup tasks:
m register a user
m set up AppleShare Þle sharing and FTP services by creating a share point
m set up Web service by setting access privileges to the Web Folder
m turn on Windows Þle sharing (if you have Windows clients)
m turn on AppleShare IP Remote Administration 
m set up mail service by turning on mail for registered users
m set up print service by creating a print queue 
Note:  This section takes you through the Þrst-time setup tasks that are required to provide 
AppleShare IP services to your users. In some cases, more detailed information is available in 
AppleShare IP Help. After you complete the instructions in this manual, you may want to 
review these tasks in AppleShare IP Help.
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Registering a User for the First Time

If this is the Þrst time youÕve used a version of AppleShare on your computer, you need to 
register the users who will have access to your servers. Each registered user has a name and 
(optionally) a password that authenticates the user when he or she logs on. 

In this section, youÕll create just one user. After youÕve completed this chapter, refer to the 
instructions in AppleShare IP Help to register additional users and learn about creating 
groups, enabling guest access, and related tasks.

If you upgraded from a previous version of AppleShare or Macintosh Þle sharing, the users 
and groups you created are still available. You can skip this section and go to ÒSetting Up 
Share Points for the First TimeÓ on page 49.
Note:  You can create registered users through the Web & File Admin program or the Mail 
Admin program. This chapter shows you how to register users through the Web & File 
Admin program.

To register a user through the Web & File Admin program, follow these steps:

1 In the AppleShare IP Manager window, click the Web & File Admin button.

A dialog box appears. The Owner Name that you entered in the File Sharing control panel 
appears in the Administrator Name Þeld.

2 Type in the Password text box the Owner Password that you entered in the File Sharing 
control panel.

3 Click OK.
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The Web & File Server Activity window appears.

4 Choose Show Users & Groups List from the Users menu.

The Users & Groups List appears.

5 Click the New User button at the top-left side of the window to create a new user.

A new user is added to the Users & Groups List, and a User window appears.
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6 Type your new userÕs name in the Name text box.

The name can be up to 31 characters long and is not case-sensitive.

The name is also used by the Mail Server to identify the user when his or her e-mail 
application logs on to the Mail Server. 

7 To assign this user a password, type it in the Password text box.

Assigning a password is highly recommended, and required for some client e-mail and FTP 
applications. A password can be up to eight characters long and is case-sensitive. For each 
character that you type, a bullet appears, so it is important to record what you type. (Be sure 
to note whether the Caps Lock key is pressed.)

For increased security, use eight-character passwords with a combination of letters and 
numbers.

If this user will be using the Mail Server, donÕt use spaces and special characters. (Some client 
mail applications do not recognize special characters or spaces.)

8 To give this user an Internet alias when logging on to an AppleShare IP server, enter a name 
in the Internet Alias text box.

You need to assign an alias if this user will be using mail or FTP services and the user name 
contains spaces or special characters. The alias should contain only numbers and unaccented 
uppercase and lowercase letters. 

The user enters this alias to connect to the Web & File Server. The Mail Server uses this alias 
to identify the userÕs mail application.
Note:  If the user name does not include spaces or special characters, an Internet alias is not 
necessary.

9 Click Save.

The new user is created and appears in the Users & Groups List window. 
Note:  If the Owner Name of the computer includes spaces or special characters, you should 
assign yourself an Internet alias now. Double-click the name in the Users & Groups List 
window, enter an Internet alias using the guidelines in step 8, then click Save. You can use 
your Internet alias to log on to administer any AppleShare IP servers for which you are the 
administrator.

Important  If this user will be connecting to the Web & File Server for Windows Þle sharing 
services, enter the name that the user enters to log on to his or her Windows computer.

Important  If this user will be connecting to the Web & File Server for Windows Þle sharing 
services, enter the password that the user enters to log on to his or her Windows computer.
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10 Complete the rest of this chapter, then go to the Users & Groups section in AppleShare IP 
Help to register your remaining users. You can repeat steps 5—9 above to register all of your 
users now. However, many options and tips for quickly and efÞciently setting up large 
numbers of users and groups are described in AppleShare IP Help. 

Setting Up Share Points for the First Time

To make available AppleShare or Windows Þle sharing or FTP services, you need to specify a 
disk, CD-ROM disc, or folder as a share point and assign it access privileges. A share point is a 
disk, CD-ROM disc, or folder that is made available to users on a network. 

If you upgraded from AppleShare 3 or 4, or AppleShare IP 5 or 6, previous shared items are 
still being shared. Skip ahead to ÒSetting Up Remote Administration for the First TimeÓ on 
page 56.

To create a share point, follow these steps:

1 Open the Web & File Admin program.

Click the Web and File Admin button in the AppleShare IP Manager. Enter your name and 
password in the dialog box, then click OK.

The Web & File Server Activity window appears.

2 If AppleShare IP Easy Setup didnÕt start the Web & File Server for you, choose Start Web & 
File Server from the Server menu.

A message indicates that the Web & File Server is starting up. When the status line in the 
upper-left corner of the Web & File Server Activity window indicates that the Web & File 
Server is running, go to step 3.

3 Choose Show Disks & Share Points from the Server menu.

Important  If youÕre planning to turn on FTP or Windows Þle sharing services, make sure 
the names of shared hard disks, folders, or Þles contain fewer than 13 characters and no 
spaces or Option-key characters. If you need to change the names of any share points in 
the Finder, do so now.
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The Disks & Share Points window appears.

The names of your hard disks and any CD-ROM discs appear in the Disks & Share Points 
window. 

4 Click the triangle to the left of an item to display its contents.

5 Select the disk, CD-ROM disc, or folder that you wish to share.

If you select a disk, every folder on it (except the System Folder on a startup disk) will be 
available to users who log on to the Web & File Server. If you select a folder, everything in the 
folder (including enclosed folders and their contents) will be shared.

6 Click the Privileges button.
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The Privileges window for the selected disk or folder appears.

7 Click the button labeled ÒMake this a share point and set privileges.Ó

All of the folders that a share point contains are also shared. For security reasons, itÕs often 
better to share folders instead of entire disks.

8 Choose the appropriate access privileges for the Everyone category.

As the administrator of this computer, you are the default owner of all volumes and the 
folders they contain. By default the owner has Read and Write access privileges (meaning you 
can open or make changes to shared items).

The Everyone category includes everyone listed in the Users & Groups List (including the 
guest user). Following are brief descriptions of each privilege:
m Read & Write:  Allows users in this category to see, open, and copy Þles and make 

changes to the contents of the share point (including creating, deleting, moving, and 
modifying Þles).

m Read Only:  Allows users in this category to see, open, and copy Þles.
m Write Only:  Allows users in this category to change the contents of the share point by 

moving Þles and folders into it, but not to see Þles or folders. A folder with the Write Only 
privilege is also known as a drop box.

m None:  Users in this category have no access to the folder or Þles of this share point.

Later you can further restrict access to this share point by selecting a user or group that will 
have different privileges, or you can set different privileges for certain folders. You can learn 
more about access privileges and related topics in the Web & File section of AppleShare IP 
Help.
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9 Click Save.

In the Disks & Share Points window, the icon for the disk, CD-ROM disc, or folder youÕve 
selected changes to indicate that the item is shared. 

Now when anyone in the Users & Groups List logs on to the Web & File Server via TCP/IP or 
AppleTalk, he or she will be able to access this share point to the extent of the access 
privileges youÕve set. 

10 If you wish, repeat steps 5—9 to create more share points.

You can also wait to create your remaining share points until youÕve completed the 
instructions in this manual.

11 Close the Disks & Share Points window.

YouÕve completed your Þle sharing setup. To set up Web service, go to the next section.

Setting Up Web Service for the First Time

Web service and guest access to Web services is turned on by default. However, you need to 
deÞne the access privileges you want users to have to the Web Folder. To make sure no one 
alters the contents of your Web site, you should assign Read Only access privileges to the 
Everyone category for the Web Folder share point.
Note:  If you want to put your Web Þles in another folder, use a different home page name, 
or host multiple Web sites on your server, you need to perform additional steps. See the Web 
& File Server section of AppleShare IP Help for more information.

To set access privileges to the Web Folder, follow these steps:

1 Open the Web & File Admin program.

Click the Web & File Admin button in the AppleShare IP Manager. Enter your name and 
password in the Administer Web & File Server dialog box, then click OK.

The Web & File Server Activity window appears.

2 If AppleShare IP Easy Setup didnÕt start the Web & File Server for you, choose Start Web & 
File Server from the Server menu.

A message indicates that the Web & File Server is starting up. When the status line in the 
upper-left corner of the Web & File Server Activity window indicates that the Web & File 
Server is running, go to step 3.

3 Choose Show Disks & Share Points from the Server menu.

The Disks & Share Points window appears.
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4 Select Web Folder at the root level of your AppleShare IP serverÕs hard disk.

5 Click the Privileges button (or double-click the Web Folder).

The Privileges window for the Web Folder appears.

6 Click the button labeled ÒSet privileges for this item.Ó

7 Choose Read Only from the Everyone pop-up menu, and make sure Read & Write is selected 
for the Owner category.

ÒEveryoneÓ includes everyone listed in the Users & Groups List (including guest users). 
Choosing Read Only means any registered user or guest can view the contents of your Web 
Folder, but cannot change its contents. For descriptions of each privilege, see ÒSetting Up 
Share Points for the First TimeÓ on page 49.
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As the administrator of this computer, you are the default owner of all volumes and the 
folders they contain. By default the owner has Read and Write access privileges (meaning you 
can open or make changes to shared items).

8 Click Save.

If you have a Mac OS—only network, skip ahead to ÒSetting Up Remote Administration for the 
First TimeÓ on page 56. If there are any Windows clients on your network, continue to the 
next section. 

Setting Up Windows File Sharing for the First Time

If any Windows or Windows NT computers will connect to your AppleShare IP server, you 
need to conÞgure your Web & File Server for Windows Þle sharing and make sure the 
appropriate networking software is installed on your Windows clients. 

In this section, youÕll set up a network in which all your Windows clients are on the same 
subnetwork (or subnet) as your AppleShare IP Web & File Server.

If your Windows clients are not on the same subnet as the Web & File Server, you should 
read this section, complete the instructions in the remainder of this manual, then set up 
your network for AppleShare IP Windows Þle sharing following the instructions in the 
Windows File Sharing section in the Web & File section in AppleShare IP Help.
Note:  Windows Þle sharing requires TCP/IP. If you have not already set up your TCP/IP 
control panel, follow the instructions in ÒSetting Up TCP/IPÓ on page 15 before continuing 
with this section.

To set up Windows Þle sharing when your Windows clients are on the same subnet as the 
Web & File Server, follow these steps:

1 Open the Web & File Admin program.

Click the Web & File Admin button in the AppleShare IP Manager. Enter your name and 
password in the dialog box, then click OK.

The Web & File Server Activity window appears.

2 Choose Web & File Server Settings from the Server menu. 

The Web & File Server Settings window appears.

3 Choose Windows File Sharing from the Web & File Server Settings pop-up menu.
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The Windows File Sharing panel appears.

4 Select the ÒEnable Windows File SharingÓ checkbox.

5 If necessary, enter a new name for the Web & File Server in the Server Name text Þeld.

By default, the Web & File Server assigns the AppleShare IP serverÕs unqualiÞed DNS name 
(the name before the Þrst dot) as the Windows Þle sharing server name. (For example, an 
AppleShare IP server with the DNS name Òmyserver.company.comÓ has ÒmyserverÓ as the 
unqualiÞed Windows server name.) Apple recommends you use the name provided because 
that makes it easier for some clients to connect to the Web & File Server.

If you decide to change the server name, it must be a valid Windows host name with 15 
characters or fewer and no special characters or punctuation (such as ./\[]:+"|<>=;,*? or 
space). 

6 Type the workgroup name for your server in the Workgroup text Þeld.

Windows computers use the workgroup name to describe their local group of computers on 
the network. Consult your Windows network administrator for the correct name.

7 If you like, type a description for the server in the Description text box.

You can enter up to 48 characters. Users see this information in their Network 
Neighborhood. You may want to enter your name and phone number so users know whom 
to contact for information.

8 Click Save.

9 Close the Web & File Server settings dialog box.

10 Restart the Web & File Server.
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If the server is running, choose Stop Web & File Server from the Server menu. After the 
server stops, choose Start Web & File Server from the Server menu.

11 Make sure youÕve created at least one share point with a valid Windows folder name.

The name should have fewer than 13 characters and no special characters or punctuation. 
For instructions on creating a share point, see ÒSetting Up Share Points for the First TimeÓ on 
page 49.

12 Make sure the following networking software is installed and conÞgured on each of your 
Windows clients:
m Windows 98 or Windows 95 clients:  Client for Microsoft Networks, TCP/IP Protocol, and 

File and Print Sharing for Microsoft Networks
m Windows NT clients:  Workstation and TCP/IP Protocol software

For instructions on installing or conÞguring this software, see your Windows software 
documentation.

13 On a Windows computer on your network, connect to the Web & File Server using the 
Network Neighborhood.

Open the Network Neighborhood window. It may take an hour or more before the Web & 
File Server appears. Double-click the icon to connect to the server. 

Users in a different workgroup need to double-click the Entire Network icon, double-click 
the correct workgroup icon, and double-click the Web & File Server icon.

Setting Up Remote Administration for the First Time

AppleShare IP Remote Administration provides a secure way to perform many server 
administration tasks from any Macintosh or PC—compatible computer connected to your 
network using any standard Web browser. 

To use Web browser—based remote administration in AppleShare IP, you need to set it up in 
the Web & File Admin program. You must be designated as an administrator in the programÕs 
Users & Group List. 
Note:  For extra security, you can use TCP Filter Admin to prevent access to the 
AppleShare IP Remote Admin application from any computer. See the TCP Filter Admin 
section of AppleShare IP Help for details.
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1 Open the Web & File Admin program.

Click the Web & File Admin button in the AppleShare IP Manager. Enter your name and 
password, then click OK.

The Web & File Server Activity window appears.

2 Make sure the Web & File Server is running by checking the status line in the upper-left 
corner of the Web & File Server Activity window.

If itÕs not running, choose Start Web & File Server from the Server menu.

3 Choose Web & File Server Settings from the Server menu.

4 Select ÒAllow remote administration via a Web browser.Ó 

5 Choose Web from the pop-up menu. 
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6 Select Enable Web Service.

7 Click Save.

Your changes take effect immediately. 

To administer AppleShare IP services, type the following Remote Admin URL in any industry-
standard Web browser:

http://<your Web serverÕs DNS name>/.admin

After youÕve set up your services, you can learn more about using Remote Admin in 
AppleShare IP Remote Help.

Now go to the next section to set up the Mail Server.

Setting Up the Mail Server for the First Time

For users to send and receive e-mail messages via TCP or AppleTalk, you need to enable mail 
service for each user.

If youÕre upgrading from a previous version of the AppleShare Mail Server, your users and 
groups mail settings are still valid. You can skip this section and go to ÒSetting Up the Print 
Server for the First TimeÓ on page 61.
Note:  If you want to enable mail services for a large number of users, you can create a 
spreadsheet with the necessary information and import it. For instructions, see the Users & 
Groups section of AppleShare IP Help after completing the remaining instructions in this 
manual. 

To set up mail for registered users, follow these steps:

1 Click the Mail Admin button in the AppleShare IP Manager window. 

Enter your name and password. Then click OK.

The Mail Server Activity window appears.

2 Click the Users & Groups List button.
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3 In the Users & Groups List window, double-click the name of a user for whom you want to 
enable mail.

The User window appears.
Note:  If youÕre installing AppleShare IP for the Þrst time and following the instructions in 
this manual, you may only have one registered user, besides yourself, in the Users & Groups 
List. After youÕve created your remaining users, donÕt forget to set up mail for them too.

4 If the userÕs name contains spaces or special characters, make sure there is a name in the 
Internet Alias text box.

For information on entering a valid Internet alias, see ÒRegistering a User for the First TimeÓ 
on page 46.

5 Choose Mail Settings from the pop-up menu in the User window.

The userÕs e-mail address appears below the pop-up menu. If the user has an Internet alias, 
the Mail Server uses it in the e-mail address.

Note:  If the e-mail address shows the userÕs Internet alias followed by the Mail ServerÕs IP 
address (for example, ethan1@172.16.54.2), then DNS service may not be set up on your 
network. You need to set up DNS service if your network is connected to the Internet or if 
you want your users to be able to send mail to domain names instead of IP addresses. To set 
up MacDNS, an implementation of DNS service that comes with AppleShare IP, follow the 
custom setup instructions on ÒUsing AppleShare IP Easy SetupÓ on page 31.

Important  This is the address that others should use to send mail to this user. Be sure to 
tell this user to enter this address as the return address when setting up his or her mail 
application.
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6 Click the Enable button.

When mail is enabled, the user can connect to this computer for mail service. The User 
window shows the userÕs mail account name below the Enable button. 

7 Click Save.

Mail is set up for this user. He or she can conÞgure and use any client e-mail application that 
supports both the POP and IMAP protocols. For more information about these protocols or 
other mail settings, see the Mail Server section of AppleShare IP Help after you complete the 
remaining instructions in this manual.

8 If the Mail Server is not already running, choose Start Mail Server from the Mail Admin 
programÕs Server menu.

The Mail Server is now set up. Go to the next section to set up the Print Server.

Important  Be sure to tell this user to enter this account name and the password you 
assigned in the General panel when setting up his or her log-on information in a mail 
application.

Important  If you install the AppleShare IP Mail Server on more than one computer (which 
requires the purchase of an additional copy of AppleShare IP), you need to coordinate the 
ßow of mail among all of the computers that provide mail service. Depending on your 
network conÞguration, you may also need to set up the Mail Server so that it forwards or 
relays mail to other servers. Be sure to review mail service and mail forwarding in the Mail 
Server section of AppleShare IP Help after youÕve completed this chapter. You should also 
review your license agreement. 
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Setting Up the Print Server for the First Time

The Print Server lets you set up queues. A queue contains a list of print jobs that are being 
stored on the Print Server. The queue also attaches printers to those jobs and sends the jobs 
through one at a time. If you set up queues for printing, users can continue to work while 
they are waiting for a document to print. If you attach multiple printers to a queue, several 
documents can print at the same time on different printers, which reduces the wait time for 
printing.

You need to create at least one print queue with one printer attached before you can use the 
Print Server. This section describes setting up an AppleTalk printer queue. For instructions on 
connecting a printer over TCP/IP, see the Print Server section of AppleShare IP Help after you 
complete the remaining instructions in this manual.

To create a queue and attach a printer, follow these steps:

1 Make sure that any printers youÕd like to attach to your print queue are connected to the 
network and turned on.

To check if a printer is connected correctly over AppleTalk, see if it is visible in the Chooser.

2 Click Print Admin in the AppleShare IP Manager window.

Enter your name and password, then click OK. 

The Print Server Activity window appears.

3 If the Print Server is not already running, choose Start Print Server from the Server menu.

The Server Status in the activity window shows Running.
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4 Click the New Queue button at the top left of the Print Server Activity window.

The New Queue dialog box appears.

5 Type a name for the queue in the Queue Name text box.

The name identiÞes the print queue in the Print Server Activity window and (if this will be an 
AppleTalk print queue) in the Chooser.

The name can be up to 31 characters long and can contain any character except a colon (:), 
Option-X (»), or an equal sign (=). The name cannot begin with a space character, and it 
must be different from the names of other printers or queues in the same zone.
Note:  If you decide to make the attached printer invisible in the Chooser (as described in 
step 9), the queue name can be the same as the name of the attached printer.
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6 Click the Attached Printers tab.

A list of the printers in the chosen AppleTalk zone appears. 

7 To attach a printer thatÕs located in a different AppleTalk zone, choose a different zone from 
the Zone pop-up menu.

If your network does not have any zones, the pop-up menu is not available. 

8 To attach a printer, select it, then click the Attach Printer button to the left of the printer list.

The attached printer and its AppleTalk zone appear in the Attached Printers list. 

9 If you do not want users to be able to print directly on this printer (rather than through a 
queue), select the Hide checkbox to the right of the printer.
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When the printer is hidden, only the queue will appear in the Chooser; it looks like any other 
printer name. When the printer is not hidden, both the queue and the printer appear in the 
Chooser, and users can choose either one. 

Printing directly may be useful for applications that allow the feeding of individual sheets of 
paper, such as envelopes.

10 Click Save.

The queue appears in the Print Server Activity window. When the status line indicates that it 
is operating normally, the queue is ready to use. 

If you want to attach a printer connected via TCP/IP or learn about other Print Server 
options, see the Print Server section in AppleShare IP Help after you complete the 
instructions in this manual. 

The Print Server is now set up. Go to the next section for information on how to get client 
users ready to use AppleShare IP.

Getting Users Ready

Now that youÕve Þnished setting up your AppleShare IP services, Apple recommends that 
you upgrade your usersÕ Macintosh computers to Mac OS 8.5 or later, which includes the 
AppleShare Client 3.8.1 software. If you do not upgrade the system software on usersÕ 
computers, Apple recommends you install the AppleShare Client 3.8.1 software, provided on 
your AppleShare IP CD. These upgrades allow users to take full advantage of the features of 
AppleShare IP. At a minimum, client users need to have system software 7.6 or later. 
Note:  Windows clients do not need additional installation or setup.
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Upgrading Mac OS Clients 

You can make the AppleShare Client 3.8.1 Installer available to Macintosh computers on your 
network via the Web & File Server. Follow these steps:

1 Make sure your client computers have system software 7.6 or later and Open Transport 1.1.2 
or later installed. ( You can Þnd out the version of Open Transport by opening the TCP/IP 
control panel and choosing Get Info from the File menu.) If possible, install Mac OS 8.5 on 
all Mac OS client computers.

See an Apple-authorized dealer for information about purchasing this software, or visit The 
Apple Store Web site at 

http://store.apple.com 

2 Open the Web & File Admin program.

Open the AppleShare IP Manager and click the Web & File Admin button. Enter your name 
and password, then click OK.

3 If the Web & File Server is not running, choose Start Web & File Server from the Server 
menu.

To see if the Web & File Server is running, check the Status area in the AppleShare IP 
Manager window. 

4 Make the Client Software 3.8.1 folder (on the serverÕs hard disk) a share point, and assign at 
least Read Only access privileges to the Everyone category. 

For instructions, see ÒSetting Up Share Points for the First TimeÓ on page 49. 

5 Provide users with the information they need to Þnd the shared folder using the Chooser.

Users should open the Chooser and select the AppleShare icon, the zone in which the Web & 
File Server is located, and the name of the server and volume they need to access.

The server name is the computer name that you entered in the File Sharing control panel. 
The server zone is the zone you selected in the AppleTalk control panel. The volume they 
need to access is the shared Client Software 3.8.1 folder.

6 Tell users to open the Client Software 3.8.1 folder and install as instructed.

Users should refer to the AppleShare Client 3.8 UserÕs Manual (in the Client Software 3.8.1 
folder) for instructions on how to install and use the client software. The manual also has 
information about interpreting access privileges. 

Important  Do not violate your license agreement by installing the Mac OS 8.5 software that 
comes with AppleShare IP 6.1 onto client computers.

To determine the number of client computers onto which you can install the AppleShare 
Client 3.8.1 software, see your license agreement.
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Mac OS Client Services

After Mac OS clients have upgraded their software, they can use AppleShare IP services as 
follows.

Using Web & File Services

To use AppleShare Þle sharing services, users select the AppleShare icon in the Chooser, then 
connect to the Web & File Server and access shared Þles (or volumes).

To use FTP services, client users need to enter an FTP address (for example, Òftp://
myserver.company.comÓ) in an that supports FTP. (The Web browsers that come with 
Mac OS 8.5ÑMicrosoft Internet Explorer and Netscape Navigator“ Ñboth support FTP). 

To connect to your Web site, client users enter the Web serverÕs universal resource locator 
(URL) into any industry-standard Web browser. The URL is Òhttp://<DNS name>,Ó for 
example, Òmyserver.company.com.Ó Alternatively, users can type in the IP address for the 
AppleShare IP Web & File Server, for example, 172.33.156.88.

Using Mail Service

To connect to the Mail Server, users can use any Internet client mail application that supports 
SMTP, POP, IMAP, Finger, or PASS protocols. The clientÕs e-mail program needs to be 
conÞgured with the account name, password, and e-mail address you assigned in the Mail 
Admin program. See ÒSetting Up the Mail Server for the First TimeÓ on page 58.

Using Print Service

m To use the Print Server over AppleTalk, Mac OS client users need to have version 7 or 8 of 
the LaserWriter printer driver installed. 

m To use the Print Server over TCP/IP, clients need to have LaserWriter 8.5 or later installed; 
this software is provided in Mac OS 8.1 or later.

m To use password-protected printing, clients need to have LaserWriter 8.6.1 installed.

ItÕs best to upgrade all Mac OS clients on your network to use the same version of the printer 
driver. 

To check the version number of the printer driver, select the LaserWriter icon in the 
Extensions folder (inside the System Folder) and choose Get Info from the File menu. 

Windows Client Services

AppleShare IP provides Þle sharing (via AFP and SMB), FTP, Web, mail, and print services for 
Windows 95, Windows 98, and Windows NT users. 
Note:  As the AppleShare IP administrator, you should be aware of the differences between 
administering for Windows and Mac OS users to avoid Þle sharing problems. For Windows 
Þle sharing and naming guidelines, see the Windows File Sharing section in the Web & File 
Server section of AppleShare IP Help.
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Windows File Sharing Service

Windows 95, Windows 98, and Windows NT computers have built-in support for the 
Windows Þle sharing protocol, SMB, supported by AppleShare IP.

Web and FTP Service

Windows 3.0 and later, Windows 95, Windows 98, and Windows NT users can connect to the 
Web & File Server via any standard Web browser or FTP application. 

Mail Service

Windows 3.0 and later, Windows 95, Windows 98, and Windows NT users can use the Mail 
Server if they have installed a POP, IMAP, SMTP, Finger, or PASS-compliant client mail 
application.

Print Service

Windows 95 and Windows 98 users can use the Print Server if they have installed an 
AppleTalk-compatible printer driver or an LPR-compatible TCP/IP print driver. ( Windows NT 
computers have built-in LPR support.)

Windows 95 and Windows 98 users can print using any AppleTalk-compatible print software, 
or TCP-compatible printers that support the LPD/LPR protocol.
Note:  Windows 95, Windows 98, and Windows NT do not support password-protected 
printing.

For more information about administering AppleShare IP services or troubleshooting 
problems that may arise while using the software, see AppleShare IP Help.
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Changing the Startup Disk
The AppleShare IP servers use several Þles located in the System Folder
If you change your startup disk after you install any of the AppleShare IP s
you need to install AppleShare IP on the new startup disk and copy certain
from the old startup disk to the new startup disk.

This appendix provides instructions for two scenarios:

m adding a new disk, making it the startup disk, and keeping the old disk

m replacing the startup disk

Depending on whether you add or replace a startup disk and which Apple
are installed on your computer, you may skip some of the steps in this app

To change the startup disk, follow these steps:

1 Shut down your computer and connect the hard disk you want to use as th

See the manual that came with your computer for detailed instructions.

2 Restart your computer.

3 Make sure that the new hard disk has a different name from the startup dis

4 Install Mac OS 8.5 and the AppleShare IP 6.1 software on the new hard d

For instructions, see Chapter 1, ÒInstalling Your Software,Ó on page 9.

5 Copy the Users & Groups Data File from the Preferences folder inside the
your startup disk to the same location on the new hard disk.

6 If your computer is being used to run the Web & File Server, copy the App
Preferences folder from the Preferences folder inside the System Folder o
to the same location on the new hard disk.

7 If you are replacing your startup disk and if your computer is providing We
the default Web folder (deÞned in the Web & File Server Settings window)
startup disk to the new hard disk.
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This step is not necessary if you are adding a new startup disk and you plan to use both 
hard disks.

8 If you are replacing your startup disk and if your computer is being used to share data, use 
the Web & File Admin programÕs Duplicate Folder command to copy shared folders from 
the startup disk to the new hard disk.

Do not use the Finder to copy the folders because the foldersÕ access privileges will not be 
retained. For information about the Duplicate Folder command, see the Web & File Server 
section of AppleShare IP Help.

9 If you are replacing your startup disk and your computer is being used to run the Mail 
Server, copy the AppleShare IP Mail Folder from your startup disk to the new hard disk.

This step is not necessary if the AppleShare IP Mail Folder is not on your startup disk.

10 If you are replacing your startup disk and if your computer is being used to run the Print 
Server, copy the Print Server Preferences folder from the Preferences folder inside the 
System Folder on your startup disk to the same location on the new hard disk.

If you have set up the Print Server to use a different folder, copy that folder instead.

11 Open the Startup Disk control panel and click the icon of the disk you want to use as the 
startup disk.

12 Choose Restart from the Special menu.

The disk that you selected in step 11 becomes the startup disk. After the computer has 
restarted, start the AppleShare IP Manager from the new startup disk.

13 If you are replacing your startup disk and if your computer is being used to run the Mail 
Server, use the Mail Admin program to change the mail storage volume.

This step is not necessary if the AppleShare IP Mail Folder is not on your startup disk. For 
information on determining the location of the AppleShare IP Mail Folder, see the Mail 
Server section of AppleShare IP Help.

14 If you are replacing your startup disk and if your computer is being used to run the Print 
Server, use the Print Admin program to change the folder in which jobs are stored.

For information on determining the folder that the Print Server is using to store jobs, see 
the Print Server section of AppleShare IP Help.

15 If your computer is being used to run the Web & File Server, start the Web & File Server 
and verify that all services are working as expected.

Verify that folders are being shared correctly. If Web service is enabled, use the Web & File 
Admin program to verify and set the location of the default Web folder and default 
document Þle (deÞned in the Web & File Server Settings window). If FTP service is 
enabled, verify that it is working correctly.
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16 If your computer is being used to run the Mail Server, start the Mail Server.

Verify that the Mail Server is using the correct mail database by checking the Mail Server log. 
For information, see the Mail Server section of AppleShare IP Help.

17 If your computer is being used to run the Print Server, start the Print Server.

Verify that the Print Server is working correctly by checking the Print Server log. For 
information, see the Print Server section of AppleShare IP Help.

18 If you are replacing your startup disk, stop each AppleShare IP server and shut down your 
computer. Remove the former startup disk (making sure that the SCSI chain is terminated 
correctly) and restart your computer.

Repeat steps 15—17 to verify that the servers are working correctly.
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