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Figure 1

 

5. Unplug the power cord.

6. Hold the side access panel and lift the latch on the back of the computer. 

 

(Figure 2)

Warning

 

: The edges of the access panel and the enclosure can be sharp. Be very 
careful when handling them.

7. Remove the access panel and place it on a flat surface covered by a soft, clean cloth.

 

Figure 2
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8. Remove the air deflector and place it on a soft, clean cloth. 

 

(Figure 3)

Figure 3

Important:

 

 Always remember to replace the air deflector after you have finished working 
inside your computer. The Power Mac G5 computer will not function properly if the air 
deflector is not replaced.
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Removing the Installed AirPort Extreme Card

 

1. Locate the AirPort Extreme Card inside the computer. 

 

(Figure 4)

Figure 4

 

2. Carefully lay the computer on its side so that the open side faces up.
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3. Disconnect the antenna cable from the end of the installed AirPort Extreme Card. 

 

(Figure 5)

 

4. Pull the card straight back out of the enclosure.

 

Figure 5
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Installing the Replacement AirPort Extreme Card

 

Important:

 

 Only the AirPort Extreme Card may be installed in the Power Mac G5. Older 
AirPort Cards do not work in this computer.

1. Placing a hand on each side of the card, guide the card down into the logic board 
connector, making sure to align the front edge of the card’s connector with the front of 
the logic board connector. 

 

(Figure 6)

 

2. Reconnect the antenna cable to the card.

 

Figure 6
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